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8700 Brookpark Road Cleveland, Ohio 44129  
Phone: 800-321-2311 – 216-432-1800  

 

Installation of Deluxe LED Light Kit on AP7000 Non-MDB 
 

Please read all instructions thoroughly before continuing with installation of kit. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

 
 
 
 
 
 
 
 
 
 

Part Number Description Qty/Kit 
VE4826 21 1/4" SNAP IN RELFECTOR 1 
VE4812 18 LED LIGHT STRIP 1 
VE4816 HARNESS (LED TO POWER SUPPLY) 1 
VE4824 POWER HARNESS 110V (AP6-7000) 1 
VE4810  POWER SUPPLY 1 
VE4820 STANDARD VERTICAL REFLECTOR 2 

VE4825 
3 WAY QUICK CONNECT 24V 
HARNESS 1 

VE4813L LH 14 LED STRIP 1 
VE4813R RH 14 LED STRIP 1 

 

Step 1 – Fig. 1 
A) Remove screws holding glass retainer plate on 

inside of door. 
B) Install reflector and reinstall glass retaining 

plate screws. Do not tighten screws 
completely.  

C) Press edge of reflector tightly into glass 
retainer plate and tighten screws. 

D) Repeat steps above for opposite side. 

 

Fig. 1 
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Step 2 

Note: There is a Left and Right 14 LED 
strip. Left LED strip has longer wires 
then Right LED strip. 

A) Remove backing from 14 LED strips 
and attach both 14 LED strips to 
inner angled surface (Fig. 2 & 3) of 
vertical reflector, 8” above bottom 
edge of vertical reflectors. 

B) Route wires from 14 LED strips up 
vertical reflectors. Wires can be 
secured using tie wraps and hold 
downs.  

C) Left LED strip wires should be routed 
behind snap-in reflector.  

 

Fig. 3 

Fig. 2 

 

Fig. 4 

Step 3 – Fig. 4 

A) Remove fluorescent tube.  

B) To install snap-in reflector, place lower edge of reflector on lip above top 
edge of glass retainer. Start at one end, hold bottom of reflector in place 
and push back on reflector to partly snap into top lip of door.  

C) Repeat above for opposite side.  

D) Work toward middle until reflector is completely snapped in place. 

Note: Take care in not bending reflector excessively. 

E) After reflector is snapped in place, remove backing from 18 LED strip 
and attach to center of reflector with wires on hinge side of door.  
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Step 4 – Fig. 5 
 
A) Plug in wires from 18, 14 left and 14 

right LED strips to 3-way 24V harness 
from power supply. 

B) Secure wires with provided tie wraps and 
hold downs 

 

Step 5 – Fig. 6 
 
A) Unplug 3-pin connector from machines 

power board and plug in 3-pin connectors 
from power supply into power board and 
machine power harness. 

B) Bottom of power supply is magnetic and can 
be mounted on any steel surface. 

 

Fig. 6 

Fig. 5 


