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1. Inspect screws holding glass retainer plate. 
If they look like Figure 1, you will need to 
replace them in step 2 with the 8x3/8” 
Phillips pan head screws (shown in Fig. 2) 
supplied with kit 

2. Loosen, or install new screws, so that the 
key holes on the vertical reflectors will 
slide over them 

3. Insert key holes on vertical reflector, on left 
side, over the screws and slide vertical 
reflector down (Fig. 3) 

4. Tighten the glass retaining screws 
5. Repeat for right side 

Note: There is a Left and Right 14 LED strip. Left 
LED strip has longer wires than Right LED strip. 
Left and Right are defined by looking at the inside of 
the door while it is open.)  

6. Remove backing from 14 LED strips and 
attach both 14 LED strips to inner angled 
surface (Fig. 4 and 5) of vertical reflector, 8” 
above bottom edge of vertical reflectors. The 
red rectangle represents the LED strips 
position on the reflector. 

 
 

  

Fig. 1 Fig. 2 

Fig. 3 

Fig. 4 

Fig. 5 

Important Note: Please read all instructions thoroughly before continuing with installation of kit. 
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 7. Remove fluorescent tube and loosen the 5 nuts on fluorescent tube mounting plate.  

8. Insert keyholes on horizontal reflector over nuts and slide horizontal reflector over. 
Please note: you may need to slide factory tube mounting plate to the right, to install 
new LED reflector  

9. Retighten nuts 
10. Remove backing from 18 LED strip and attach strip to first angled surface closest to 

glass & centered left and right based on door glass 
11.  Wires of 18 LED strip should be on right side (Fig. 6) 

13. Plug in wires from 18, 14 left and right LED 
strips to the MDB extension cable (Fig. 7) 

14. Connect all black (gold if clear wire) wires from 
LEDs to connection for black wire from MDB 
extension cable 

15. Connect all red (silver if clear wire) wires from 
LEDs to connection for red wire from MDB 
extension cable 

16. Route MDB extension cable following existing 
machine wiring back to an MDB connection 

12. Route wires from 14 LED strips up vertical reflectors. If needed, wires can be secured to 
reflector using supplied tie wraps and hold downs. Left LED strip wires should be routed 
behind horizontal reflector.  

 
Fig. 6 

 
Fig. 7 


