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8700 Brookpark Road Cleveland, Ohio 44129  
Phone: 800-321-2311 – 216-432-1800  

 

VEL210D 
Installation of Deluxe LED Kit on Nat147/157 Non-MD B 

 
READ INSTRUCTIONS COMPLETELY BEFORE BEGINNING INSTALLATION 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Tools Needed: ¼” Nut Runner, Phillips Screw Driver 
 
 
 
Step 1       Unpack Kit and separate parts 
 
Step 2 Open door and turn off machine power 
 
 
 
 

Part No. Description Qty. 

VE 4810 Power Supply 1 

VE 4812 White LED Strip – 18 count 1 

VE 4813L White LED Strip – 14 count – Left 1 
VE 4813R White LED Strip – 14 count – Right   1 

VE 4817A 2” x 3” Magnetic Tape 1 

VE 4818 
Quick Connect 24V Harness 
(Jumper) 1 

VE 4819 Power Harness – 110V 1 

VE 4821 48” Light Reflector 1 

VE 4823 1” x 17” Reflective Strip 1 
VE 4825 3 way quick connect 24V Harness 1 

VE 8424 26 ¼” Reflector  1 

VE 4201A Female Coupler 3 

VE 4251A Male Coupler  3 

VE 4601 Cable Tie 3 
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Step 3 INSTALL LEFT HAND REFLECTOR  
  A) Remove the blue tape from the reflector. 
  B) Face the inside of the door.  Along the left hand side of the glass, 

loosen the top screw holding the glass retainer on inside of the door 
  C) Remove bottom 6 screws and place reflector keyhole over the top 

screw that you loosened and slide vertical reflector down over the 
screw.   

  D)  Add the 6 screws back and tighten.  
 
 

 
 
 
 
 
 
 

Top Screw 

Reflector 
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Step 4  INSTALL TOP REFLECTOR  
   A) Unplug the fluorescent fixture from the ballast. 
   B) Remove the fluorescent bulb tube from the light fixture.  
  C)  Remove the light fixture from the door by unscrewing the bracket 

holding the fixture in place. 
  D) Disconnect and remove the ballast.  
  E) Remove the film to install the top reflector to the inner angled 

surface (with angled side of reflector side in). Install and tighten 
screws.  

 
Step5 INSTALL RIGHT HAND REFLECTOR   
  A) Remove the blue tape from the reflector. 
  B) Along the right hand side of the glass, loosen the top screw holding 

the glass retainer on inside of the door 
  C) Remove bottom 6 screws and place reflector keyhole over the top 

screw that you loosened and slide vertical reflector down over the 
screw.   

  D)  Add the 6 screws back and tighten.  
 
 
Step 6  INSTALL THE LED LIGHTS 

 
NOTE: There are two (2) 14 LED light strips.  The L EFT HAND strip 

has a LONGER wiring harness than the right hand str ip.  
  

   
  LEFT HAND SIDE  

A) Locate the 14 LED left hand strip and remove the plastic covering 
the double sided tape. 

B) Orient the LED strip so that the wires are at the top of the strip. 
C) Attach the LED strip 8” from the bottom of the reflector.  
D) Route the wires behind the reflector along the top of the door (the 

horizontal reflector). 
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  TOP OF DOOR 
A) Locate the 18 LED top strip and remove the plastic covering the 

double sided tape. 
B) Orient the LED strip so that the wires are at the right hand side of 

the strip. 
C) Attach the LED strip to the reflector. 

   
 
  RIGHT HAND SIDE  

A) Locate the remaining 14 LED right hand strip and remove the 
plastic covering the double sided tape. 

B) Orient the LED strip so that the wires are at the top of the strip. 
C) Attach the LED strip 8” from the bottom of the reflector.  
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Step 7 INSTALL 1” x 17” REFLECTIVE STRIP  
Remove backing tape and install the reflector on the edge of the filler 
panel on the hinge side of the machine so the reflector is lined up 
vertically with the 14 LED strip on the right hand side of the glass.  

 
 
 

 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Step 8 INSTALL THE POWER SUPPLY 
  A) The power supply will mount in the area where the fluorescent 

ballast was located.  The bottom of the power supply is magnetic. 
  

B) There are 2 jumper harnesses included with the kit.  One is red, the 
other is black.  Take the red jumper harness and plug an end into 
each of the red wire ends of the LED strips.  Each jumper has 4 
connectors, 3 go to the LED and 1 to the power supply.)     

C) Repeat the same for the black wires to the black wires of the LED 
strips and the power supply.   

D) Connect the power supply to the plug that the ballast was 
previously attached to.  

E) Dress the wires with cable ties provided. 
 
 
Step 9  Turn on the machine and close the door.  
 

 


