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Loosen 7 
screws holding 
glass retainer 
plate on inside 
of door. Insert 
keyholes on 
vertical 
reflector over 
screws and slid 
vertical 
reflector down.  
Tighten glass 
retaining plate 
screws.  
Do this for both 
right and left 
reflector. 

(Note: There is a 
Left and Right 14 
LED strip. Left 
LED strip has 
longer wires then 
Right LED strip.) 
Remove backing 
from 14 LED 
strips and attach 
both 14 LED 
strips to inner 
angled surface of 
vertical reflector, 
8” above bottom 
edge of vertical 
reflectors. 

8” 

Remove fluorescent tube. Loosen 5 nuts on fluorescent tube mounting plate. Insert 
keyholes on horizontal reflector over nuts and slid horizontal reflector over. 
Retighten nuts. Remove backing from 18 LED strip and attach strip to first angled 
surface closest to glass & centered left and right on reflector. Wires of 18 LED strip 
should be on right side. 

Route wires from 14 LED strips up vertical reflectors. If needed, wires can be 
secured to reflector using two sided tape or putty. Left LED strip wires should be 
routed behind horizontal reflector.  
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Install 1” wide flat 
reflector to front edge of 
filler panel on hinge 
side of machine. Line 
up reflector vertically 
with 14 LED strip on 
right side of door. 

 
 
Plug in wires from 18, 14 left and 14 
right LED strips to 3-way 24V harness 
from power supply. 

Unplug 2-pin 
connector for 
machines fluorescent 
light ballast and plug 
in 2-pin connector 
from power supply. 
Bottom of power 
supply is magnetic 
and can be mounted 
below fluorescent 
light ballast. 


