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Remove: 
 

1) Micro Mech Bill Validator. (Fig. 1) 
 
2) Old Display, Keep Screws and Cover 

(Fig. 2) 
 

3) Old Display Lens (Fig. 3) 
 

Fig. 1 

Fig. 2 

Fig. 3 

Desc.
1 Programming Label

2 Programming Instructions

3 Clear Display Lens

4 MDB Harness

5
Display Harness (Ribbon 
Cable)

6 Harness Board

7 Power Supply

8 24V Power Supply Harness

9 Universal Control Board

10 DEX Harness

11 Display Board

12 110V Power Supply Harness

13 UCB Label for Packing Box

14 Keypad Label

15 FCC Label

Parts Included:

 

Desc. #
Standoff 4

#4-40 Hex nut 4

#4-40 X 1/4 Phillips M/S 4

Parts Not Shown:
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Remove: 
 

1) Micro Mech Coin 
Mech & Harness 

 
2) Validator 110V 

Harness 

1 2 

Disconnect: 
 

1) Door Switch 
Harness 

 
2) Micro Mech 

Coin Mech 
Harness 

 
3) Power Harness 

 

Remove: 
 

5) DEX Cable (If 
Equipped) 

 
6) Validator Cable 

 
7) Display Cable 

 
8) Control Board 
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Fig. 4 

Fig. 5 
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Fig. 6 Fig. 8 

Fig. 7 

Fig. 9 

Add: 
 

1) New Lens (Fig. 6) 
 
2) New Display, Use Screws and Cover 

from Old Display (Fig. 7) 
 

3) MDB Validator (Fig. 8) 
 

Add: 
 

1) UCB Power Harness to 
Fan Plug 

 
2) Old Fluorescent Light 

Harness (If Used) 
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New Universal Control Board Installation (Fig. 10) 

 
 
 

 
1) 24V Power 
2) 110V Power to Supply 

w/ground wire 
3) Motors 
4) Display 
5) DEX 

 

 
6) Micro Mech 
7) Door Switch 
8) MDB 
9) Drop Sensor (Optional) 
10)  LED Lights (Optional) 
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