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1) Drill a Fat 7/16” hole in top front of machine. 
Note: Check for interference/clearance before drilling! If model does not permit 

drilling on top, drill the hole in the second knockout, or second payment option, slot. 

Important Note: Please read all instructions thoroughly before 
continuing with installation of kit. 
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2) Run wires through the drilled hole on 
front of the machine 

3)  
a. Apply small amount of epoxy 

to lip of sensor and secure to 
door front. 

b. Form remainder of epoxy 
around back of sensor. 

 
4) Secure the section of wiring from the 

sensor to the adjuster control board 
with the hold downs and tie wraps as 
shown. 

5) Route remaining wire behind 
payment door against the back wall, 
through the bottom opening, 
following the existing wiring 

 

6) Remove terminal connections to the 
power supply 

7) Take the red wire, of the sensor kit, 
and connect to the 24V+ on power 
supply 

8) Take the black wire, of the sensor 
kit, and connect to 24V- on power 
supply 

9) Connect the red wire from the LED 
lights to the uncrimped red terminal 
connector of the sensor kit. Crimp 
securely. 

10) Connect the black wire from the 
LED lights to the uncrimped green 
terminal connector of the sensor kit. 
Crimp securely. 

 

 

Step 3A 

 

11) Follow instructions on the provided 
sticker (pictured right) to adjust the 
sensor. 

Step 3B 

 

Step 6-10 


